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...solutions for you




Digital camera fl aSh es

Professional dedicated flashes
with TTL synchro mode.
Lightweight body with strong
power.

PF-300D control
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System flash for Nikon
and Canon DSLR cameras

unique
variability
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System flash for Nikon
and Canon DSLR cameras

Guide number 42/100 mm 30/100 mm

Zoom 24-105 mm/35 mm, 16-70 mm/APS-C no

Rotated reflector 300° no

Tilted reflector 90° 90°

Synchro mode TTL TTL

Power control Full, 1/2, 1/4, 1/8, 1/16, 1/32, 1/64 +/- 1.5EV (step 0.5 EV)
Operating range (m) 1.5-21 1.5 - 15

Chromaticity of flash 5 600 K 5 600 K

Feeding 4 x AA 2 x AA

Dimensions (mm) 64 x 116 x 102 68 x 100 x 92

Weight (g) 260 220

Supply No. N: FY4138; C: FY4147 N: FY4136; C: FY4145

Wide range offer on www.fomei.com
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Digital camera fl aSh es

UVL 312
D730 AF flash/light
for Nikon, Canon
SPECIFICATION
Guide number 34/50 mm 30/50 mm 12, power of light 3 W
350 DAF Zoom 28/35/50/85 18-55 no
- Rotated reflector 330° no no
for Nikon, Canon Tilted reflector 90° 90° no
Synchro mode TTL TTL servo, shoe contact pin
Power control TTL TTL no
Operating range (m) 17 15 4
Chromaticity of flash 5 600 K 5 600 K 5 600/3 000 K
Feeding 4 x AA 4 x AA 2 X AA
Dimensions (mm) 76 x 185 x 60 70 x 150 x 45 45 x 100 x 50
Weight (g) 295 210 90
Supply No. N: FY4133; C: FY4019 N: FY4134; C: FY4143 FY4310

= UVL 312 flash/light

Universal video light with flash.

There is multi-light unit 2inl
video light with flash, which

can be used for camcorders
and cameras.

There is additional light

for camcorders and flash

for cameras and camcorders
with still image function.

It could prevent underexposure
of poor embedded flashes.

Light diffusion

~ How to attach the diffuser to a flash: —
o¥

Cut the Velcros - -
(Yellow Paper) with stiff :
hooks to suitable sizes

and put them on the

S Q%b

Put the Velcro (Blue Paper) with
soft loops on the Flash Head.

Attach the diffuser
to the Flash Head.

Difuzer Kit DK-01

The Diffuser Kit is an indispensable accessory
for flashes, which enlarges the emission area L J
of the flash and diffuses the light, to give

a natural appearance to shadows which may

stand out unnaturally under direct light alone.

CONTENTS: Diffuser: L size 1 pc + S size 1 pc
Velcro 500 mm: 1 set

Supply No.: FY4280

Be sure to check whether
the diffuser is fitted well.

Lens mounting diffuser.
Supply No.: FY4283

Diffuser for FOMEI flashes - made of plastic.
Supply No.: FY4281 (for FOMEI 728, 730, 328, 330)
Supply No.: FY4282 (for FOMEI 350, 420)

Wide range offer on www.fomei.com




Universal servo flashes

for DSLR and compact cameras

A flash unit suitable for all
compact digital cameras
with built-in flash units.

To be used as an additional
flash for insufficient lighting
of the photographed scene.
The main flare can be set
to the end flare when using
red-eye reduction using the
DETECT function (not for
318DS). The flash unit is to
be mounted on a bracket
attached to the camera
tripod mount.

330 DS TWIN

828 DAF 318 DS control
SPECIFICATION
Guide number 28/50 mm 30/50 mm 18/50 mm
Zoom 28/35/50/85/105 28/35/50/85 no
Rotated reflector 330° 330° no
Tilted reflector 90° 90° no
Synchro mode servo, shoe contact pin servo, shoe contact pin | servo, shoe contact pin
Power control full, 1, 1/8, 1/16 auto 5 steps (318), program (320)
Operating range (m) 10 11 (5.3
Chromaticity of flash 5 600 K 5 600 K 5 600 K
Feeding 4 x AA 4 x AA 2 x AA
Dimensions (mm) 70 x 175 x 45 70 x 168 x 48 62 x 97 x 37
Weight (g) 240 210 80
Supply No. FY4015 FY4020 FY4017 (318), FY4018 (320) 320 DSA control

RF-1 application

RF-1 Ring Flash
for Nikon, Canon
Best solutions for macro photos.

SPECIFICATION

Guide number 14

Zoom no

Rotated reflector no

Tilted reflector no

Diameter (mm) 52, 55, 58, 62, 67
Power control TTL

Operating range (m) 7

Chromaticity of flash 5 600 K

Feeding 4 x AA
Dimensions (mm) 70 x 150 x 45
Weight (g) 250

Supply No. N: FY4135; C: FY4144

Wide range offer on www.fomei.com




FO M EI S LS — studio flashes and accessories

BASIC 200 KIT (BASIC 400 KIT)

Fomei BASIC - 200 (400)

is suitable for working with all
types of digital reflex cameras
or with cameras which has
middle point contact for flash
and possibility to set exposure
time and aperture.

studio

HESES

BASIC 200

Recommended for: started
photographers, students,
hobby photographers and
product photo studios.

Supply No.: FY7407 (200 KIT)
FY7413 (400 KIT)

There are independent umbrella
(FY7426) and softbox (FY7790)
available.

| BASIC 200 control

Included:

2x Studio flash BASIC - 200 with synchro
and supply cables (bayonet Bowens)

2x Reflector 15 cm

2x Stand for flash

1x Studio umbrella - diffusion 85 cm

1x Softbox 60 x 60 cm

1x Studio bag for whole kit

-~
Softbox / / k
Supply No.: FY7790 . L
Studio
umbrella Iripod head joint
Supply No.: FY7426 Gray target
Supply No.: FY4284
BASIC 500 KIT
Kit of constant lights.
Supply No.: FY7404 TR1-IR trigger
” Supply No.: FY7471
e \ Q
S
2
(]
(]
§ Synchro adaptor
— for flashes
g Supply No.: FY5907
o .
constant
lights
Included:

2x Studio constant light BASIC — 500/500 W/3 200 K
2x Studio umbrella — translucent 85 cm

2x Stand for light

1x Studio bag for whole kit

> Wide range offer on www.fomei.com



WDG digital filters

UV filters

The filter, with less reflex,
controls unwanted ghost image
in shooting against the light.

Lhews

WIDE UV WDG

52, 55, 58, 62, 67, 72, 77 mm
Supply No.: FY85xx,
filter diameter xx

C-PL filters

Color contrast filter do block
reflections of water and
window glasses. As in case

Filter blocks ultraviolet rays.
Most effective for distant
objects. A "MUST" filter

for shooting in coastal and
mountainous areas in fine
weather. With multicoating

of conventional polarizing filter,
look into finder, rotate filter
frame, stop the rotation at point
of elimination of reflex or point
of indication of contrast effect
of blue or green, and then

shoot. Fair direction of light
is better for deep contrast of
blue sky. For taking pictures
with a touch of clearness.
With multicoating (MC).

(MC).

WIDE CP-L WDG

52, 55, 58, 62, 67, 72, 77 mm
Supply No.: FY86xXx,
filter diameter xx

UV filter application

100 WDG
%0 s~ — .
7 WDG filter throughput
80
WDG Fomei filters are made of
’° optical glass with multicoating,
L w which creates the desired result.
32 From the graph it is evident
£ 50 .
2 even throughput depending
£ ® the wavelength. 5
30 E
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DQ photo filters

w/o filter

ND4 filter application

- —

- 1:'\

'l

L

DQ filter kit

UV, C-PL and ND4 filters -

UV and C-PL photo filters

Diameters: 52, 55, 58, 62, 67, 72, 77 mm filter diameter xx

UV: Supply No.: FY82xx, filter diameter xx
C-PL: Supply No.: FY83xx, filter diameter xx

A
in leather case. m
& ‘3‘1.

d

Supply No.: FY81xx, -

w/o filter
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rilter kit for SP€CIAl effects

Included:

8x CROSS filter - Generate Light Beams in 8 directions.
For impressive representations.
DIFFUSION filter - Filter do refract rays and can create
natural blur. Usual "soft effect" filters.
MACRO +8 filter - Filter for ultra magnification. Objects can
be captured in actual size with a focal
distance lens over 100 mm (in 35 mm format).

Supply No.: FY84xx, filter diameter xx

Reduction rings

Reduction rings

Allow the use of other diameter of filter,
than the diameter of the lens.

FY8749 49-52 mm
FY8752 52-55 mm

FY8755 55-58 mm T2 adapters
FY8758 58-62 mm Allow the use of accessories
FY8762 62-67 mm with T2 mount - used to connect
FY8767 67-72 mm the body of camera with astro
FY8772 72-77 mm telescope or microscope. There are
FY8777 77-82 mm T2 Canon FD, EOS, Minolta MD, FA,

Nikon, F-42 in the offer.

Adaptor tube
- for Canon, Fuji, Kodak,
Nikon, Olympus, Ricoh,
Sony.

Wide range offer on www.fomei.com




rear
lens
LCD front cap
protector lens
cap
Rear lens cap
for Canon AF (FY5824),
Minolta AF (FY5825),
LCD protector Nikon (FY5813),
Pentax K (FY5823).
Protect LCD of DSLR and compact
cameras. Available for: Canon, Nikon, Front lens cap
Minolta, Olympus. 30, 37, 40, 43, 49, 52, 55, 58, 62, 67, 72,
77,82, 86 mm

Supply No.: FY67xx, xx model depending
Supply No.: FY53xx, cap diameter xx

Lens hoods

Block the sun or other light source from the

sides. There is usual hood for 35 - 85 mm wide angle
lenses, wide-angle hood for wide-angle
lenses (up to 35 mm) and tele hood for
tele lenses (85 mm and more).
Wide angle: 49, 52, 55, 58, 62, 67, 72, 77 mm
Supply No.: FY56xx
Usual: 46, 49, 52, 55, 58, 62, 67, 72, 77 mm tele
Supply No.: FY55xx
Tele: 49, 52, 55, 58, 62, 67, 72, 77 mm
Supply No.: FY57xx
. usual
Lens diameter xx
Case for lens

S: for 35-70 mm lens (FY8033)
M: for 28-105 mm lens (FY8031)
L: for 100-300 mm lens (FY8032)

Case for filters

M: for 6 pcs of filters (up to 58 mm) (FY0992)
L: for 6 pcs of filters (up to 77 mm) (FY0993)

FOMEI Digi PRO301

Case for accessories.

Size: 70 x 25 x 95 mm
Supply No.: FY9917

detail




Photo-video converters allows
to change focal distance of
lenses. Converters are optical
devices, which changes the
focal length of lenses. It's the
easy way to extend the use

of lenses. For cameras which
do not have exchangeable lens,
this is the only way to achieve

further opportunities outside the -

o

standard parameters of lenses. 045x pro 1igh Resolutio” fols
J ] Col

ultra wide
converter

wide
converter

tele
converter
0.5X Wide Converter ter
2.0X Tele Conver
macro
4 converter
- MAcCRrRO = _

SPECIFICATION 12/52 0,45/25  0,45/27 0,45/37  0,45/52  0,45/55 0,45/58  0,5/58 2,0/37 2,0/52 2,0/58
Type ultra wide | ultra wide | ultra wide | ultra wide | ultra wide | ultra wide | ultra wide | wide tele tele tele
Magnification na 12mm | 0.45x 0.45x 0.45x 0.45x 0.45x 0.45x 0.5x 2X 2X 2X
Groups/lenses 2/2 2/2 2/2 2/2 2/2 2/2 2/2 2/2 2/2 2/2 2/2
Coating MC MC MC MC MC MC MC DHG DS MC DS MC DS MC
Lens diameter (mm) 52/55/58 | 25 27 37 52 55 58 58 37 52 58
Converter thread (mm) | no no no no no no no no 49 58 62
Body diameter (mm) 74 34 34 45 75 75 75 65 52 62 66
Height (mm) 26 20 20 25 38 38 38 25 29 25 28
Macro no no no no no no no no no no no
Supply No. FY6916 | FY6907 |FY6909 |FY6903 |FY6902 |FY6912 |FY6913 FY6905 |FY6537 |FY6552 | FY6558

Other diameters:
Ultra WIDE converters 0.45x: 30/30.5 mm

WIDE converters 0.5x: 25/27/28/30/52/58/62 mm
TELE converters 2.0x: 27/28/30/43/55 mm




Accessories for Clean | ng

Blower

Easy tool for cleaning optics and
the CCD chip. It has gummed tip,
which prevents mechanical damage
of cleaned area.

Supply No.: FY8030

Cleaning pen

Easily removes fingerprints
and smudges. Included: retractable
brush, double chamois cleaning tips.

Supply No.: FY8027

detail - Microfiber cloth
The uniqgue microfiber structure
absorbs dust particles.

2z ey

Microfiber cloth
‘."'\, @ Microfiber cleaning cloth sweeps
ool

dirt, dust and finger marks finely.

Supply No.: FY8023

Battery chargers

Super FAST

Super FAST is fast charger with four separate
charging channels and security functions AV preventing
overcharging of batteries. Current conditions of each
channel are displayed using LED indicators. Ideal for
charging batteries AA or AAA type. Body of charger
includes cooling fan to prevent overheating. Include
power adaptor and car cord.

Supply No.: BY8103

power adaptor

car cord

cooling
fan

SMART

SMART charger can charge 2 or 4 pcs of Ni-Cd/NiMH
batteries of AA or AAA type. This charger is designed

as a simple discharger / charger to optimize the performance
of Ni-Cd/NiMH batteries. The discharge function is activated
by the push of a button, and the charger will switch back to
charge mode automatically when the batteries are discharged.

Supply No.: BY8102

9 Wide range offer on www.fomei.com




Professional tripods

stability

variability

Top part, most important part strength
of tripod, is made from magnesium.
This material has the same weight
as aluminium, but it is hard as
steel. Great stability of the tripod

is ensured by it.

MAGNEZIUM A

1
A

ALUMIN

SPECIFICATION

SPECIFICATION

Weight (g) 1 610 1780 1 800
Max. height (mm) 1480 1520 1530
Min. height (mm) 380 380 380
Folded - height (mm) 510 615 535
Weight capacity (kg) 8 10 10
Head type - - -

Quick release plate - - -

Top part diameter (mm) 58 58 58
Supply No. FY7188 FY7189 FY7190

Weight (g) 1400 1 850 2 380 1950
Max. height (mm) 1515 1 540 1600 1 490
Min. height (mm) 530 310 490 400
Folded - height (mm) 530 590 630 650
Weight capacity (kg) 3 5 6 4

Head type 3D 3D 3D 3D
Quick release plate yes yes yes yes
Top part diameter (mm) 42 58 58 45
Supply No. FY7224 FY7225 FY7226 FY7227

Wide range offer on www.fomei.com




Monopods

Lightweight, easy to carry.
Monopod can be used where
a tripod would be too large.

SPECIFICATION

b

Weight (g) 540 305
Max. height (mm) 1780 1470
Min. height (mm) 620 360
Folded - height (mm) 620 360
Weight capacity (kg) 3 3

Head type tilted -

Quick release plate no no

Top part diameter (mm) - 33 mm
Supply No. FY7155 FY7156

Photo and video

MM-100

l MM-200

MM-100 detail

universal tripod heads

MH-1020

SPECIFICATION

MH-1004

MH-5001

MH-0110

Height (mm) 88 140 114 100 130 120 90 73 47 105 90 220
Width (mm) 97 175 185 185 235 230 90 62 40 110 90 60
Depth (mm) 230 180 200 175 230 210 68 62 24 65 45 85
Base diameter (mm) 39 58 54 44 58 60 51 46 21 50 41 58
Weight (g) 605 900 800 650 780 820 339 250 55 360 230 960
Weight capacity (kg) 4 5) 6 5 8 6 5 3 0.5 4 2 4

Head 3D 3D 3D 3D 3D 3D ball head | ball head | ball head | ball head | ball head | ball head
Fluid no no no yes yes yes = = = = = =

Level 1 1 1 1 g 2 no no no 2 no 2
Quick release plate yes yes yes yes yes yes no no no yes yes yes
Supply No. FY7228 | FY7114 | FY7115 | FY7221 | FY7223 | FY7113 | FY7139 | FY7140 |FY7142 |FY7222 |FY7220 |FY7116

Wide range offer on www.fomei.com




Photo and video tripods

head W-311 detail W-351 detail W-355 detail W-355, W-353

head W-355

head W-351

W-311

SPECIFICATION

Weight (g) 665 665 900 720 1330 1500
Max. height (mm) 1250 1250 1280 1300 1460 1600
Min. height (mm) 400 400 415 480 560 600
Folded - height (mm) 430 430 445 500 600 650
Weight capacity (kg) 2 2 2.5 1.5 3 3.5
Head type 3D 3D 3D 3D 3D 3D
Quick release plate no no yes yes yes yes
Supply No. FY7146 FY7154 FY7151 FY7147 FY7148 FY7149

Table tripods W-228

This multi-purpose tripod

can be used as a table

tripod if folded and

MT-10 as a traditional tripod
if unfolded.

WT-21 GSM

Universal tripod with
mobile phone holder.

SPECIFICATION

Weight (g) 150 105 50 185 630 100

Max. height (mm) 120 280 95 210 1200 125

Min. height (mm) 120 270 95 170 240 125

Folded - height (mm) 130 130 130 200 250 190

Weight capacity (kg) 0.3 0.5 0.3 1.5 1 0.5

Head type - ball head tilted 2D 3D ball + holder
Quick release plate - no no yes no no

Supply No. FY7201 FY7204 FY7203 FY7208 FY7206 FY7207

Wide range offer on www.fomei.com






